
Visual comfort and advanced design 
for urban spaces
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Since C. & G. Carandini's foundation in 
1919, we have illuminated the lives of 
thousands of people. Today, 100 years 
later, we announce the birth of Century, 
a lighting concept that honours our 
centenary and represents all our values: 
energy-efficient, environment-friendly, 
engineered lighting that harmonises 
with its environment, ready to connect to 
management platforms and become part 
of the cities of the future. 

Century marks a step closer to our users, 
illuminating their lives. Light by itself 
serves no purpose if it cannot light up the 
path for others. 

Century is the result of 100 years of 
history. 

100 YEARS OF CARANDINI
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Century is a lighting concept with a unique 
design. During the day, its contemporary, 
elegant lines create a visual effect that 
harmonises with its surroundings, while 
producing a pleasant atmosphere at night 
that offers a sensation of warmth and security. 

Thanks to the versatility of its mountings 
and optical distributions, it shapes the light 
and takes it to where it is needed, creating 
comfortable environments in all types of 
urban spaces.

Designed by Diba Studio, 2020.

CONCEPTUAL DESIGN
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The balance of geometry
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With its simple, elegant lines, the design of the Lira 
version enhances emblematic city locations such 
as parks, squares, historical districts, residential 
streets, pedestrian areas or even cycle lanes.

LIRA

APPLICATIONS
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Ambient lighting

4 m

Brackets joined to body without any visible bolting, giving a 
clean, smooth view of the luminaire exterior.

For lighting gardens and walkways. 
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VERTICAL-LATERAL 

APPLICATIONS

The vertical-lateral version provides a flexible 
solution for places such as urban streets, main 
thoroughfares, residential areas, cycle lanes, car 
parks or side streets.

+20º+20º

–20º–10º

Every 5º Every 5º

Vertical coupling Lateral coupling
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Street lighting Urban lighting

8 m

6 m

The vertical-lateral coupling includes 
setting marks to accurately adjust the 

luminaire's angle.

For lighting cycle lanes and 
pedestrian areas. 
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CATENARY

APPLICATIONS

Century's catenary version is an ideal lighting 
solution for historic urban centres, narrow streets, 
squares, train stations or other locations where it is 
not possible to install columns.



13100 years of Carandini

Street lighting Urban lighting

8 m

10 m 6 m

The shape and details of the catenary version 
reflect the technical and aesthetic balance of the 
design, optical group and body frame.

For lighting pedestrian streets.
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TECHNICAL FEATURES

Materials and finish
- Body, cover and couplings made of 
high-pressure die-cast EN AC-44300 
aluminium with a low copper content 
<0.1%.
- Flat glass enclosure, 5 mm thick. 
Includes grooved silicone gasket 
to ensure that the luminaire is fully 
watertight.
- PMMA optics.

Toolless opening system  
The Carandini logo acts as the 
luminaire's opening device so that no 
tools are required and installation and 
maintenance tasks can be performed 
quickly and easily.

Pressure compensation valve 
Century has a pressure levelling valve 
that adjusts the luminaire's internal 
pressure to the external pressure. 
This lengthens the life of the seals 
and electronic components inside the 
luminaire by reducing the pressure 
levels they are exposed to. 

1,000 - 13,000 lm
9-103 W

IK10IP66

Up to 144 lm/W

0.06 m2 - 0.10 m20.0 0.5 1.0 1.5 2.0 2.5 3.0 3.5 4.0 4.5 5.0

0

–50

–100

–150

–200

–250

Without valve

With valve

AMBER
CRI > 60

RAL 7015 
Textured

2200 K
CRI > 70

2700 K
CRI > 70

3000 K
CRI > 70

4000 K
CRI > 70

–40°C +50°C
Depending on luminaire 
setup

0.00% - 0.19%

10 Kg - 11.2 kg

L90B10 100,000 
hours at 25ºC
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Maximum efficiency guaranteed
Century's design maximises the luminaire's heat 
management. The system of LED modules has a large 
contact surface that facilitates heat conduction and 
dissipation through the entire body; the module and 
equipment compartments are separate, which means that 
any heat generated does not all accumulate in the same 
place.

The cavities around the body generate a constant airflow 
through the luminaire that cools the system both internally 
and externally. The air entering the luminaire ventilates 

Convection
The air passes through all of the body's cavities, 
cooling the entire system.

Conduction
The heat generated by the LED module dissipates 
out of the structure without affecting the driver, 
which is in a separate compartment.

Radiation
The heat generated by the driver and the LEDs 
is dissipated by the aluminium and radiates in all 
directions.

THERMAL MANAGEMENT

the LED compartment and, thanks to the convection 
effect, ensures high performance and a long service 
life of the luminaire.

With all these design features, Century is perfectly 
adapted for use in countries with extreme 
temperatures, as it can operate at ambient 
temperatures from –40ºC to +50ºC.
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Invisible wiring and bolting
Century has been designed with every detail in 
mind; the wiring and bolting are not visible from 
the outside, giving a clean, smooth view of the 
luminaire exterior.

Minimal cleaning
With its perimeter shielding system, the water 
passes through the cavities in the body, washing 
away the dirt and keeping the luminaire's outer 
surfaces clean. 

Non-glare
In order to minimise glare, Century has been 
designed with the PCB placed on a specific plane 
that reduces the angle of direct view of the light 
source and improves lighting comfort.

Frame-protected glass 
The toughened glass is fixed to the body by 
means of a perimeter frame that improves the 
distribution of forces, increasing impact resistance 
and enhancing the unit's watertightness.

Integrated mounting system
The different mounting systems are integrated 
naturally and subtly between the body and the 
outer perimeter, avoiding the use of additional 
anchoring fittings and giving a cleaner, smoother 
look to the luminaire exterior. 

Light effect
Century shapes the light, which is projected 
onto the surface of the twin bracket, creating a 
pleasant atmosphere and harmonious light effects 
that give added appeal to the location. 

FORMAL FEATURES
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A Ø76 mm column adapter is available should it 
be needed.

A shade can be fitted optionally. There are 4 
installation positions depending on the light direction 
it is wished to give.

SCM1

PCE1

ALM1

SMA1

PCE2

AMA1

SME1

AME1 AME2 AMM1

Ø76 mm column adapter Shade

ACCESSORIES

PHOTOMETRIC DISTRIBUTION

Symmetrical

Asymmetrical

Pedestrian street crossings
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TWIN BRACKET MOUNTING

VERTICAL COUPLING

LATERAL COUPLING

CATENARY 
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DIMENSIONS

Column coupling Ø49/60 mm 

Column coupling Ø49/60 mm

Column coupling Ø49/60 mm

Holding cable, 8 to 13 mm.
Cable not supplied.
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C. & G. CARANDINI, S.A.U.

Barcelona office and factory 
Verneda, 66-70 

E-08107 Martorelles 
Barcelona (Spain) 

Tel.: (+34) 93.317.40.08 

Madrid office 
Joaquín Turina, 2 oficina 0-4-1 
E-28224 Pozuelo de Alarcón 

Madrid (Spain) 

To obtain more information, 
download technical 

specifications and instruction 
sheets, etc., visit our website: 

www.carandini.com
carandini@carandini.com

C. & G. Carandini reserves the 
right to modify its products 

without prior notice.

C. & G. CARANDINI, S.A.U. 2020©


